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The tail is comprised of two sections –  
an 8-foot 8-inch platform ramp and a  

60-inch flip tail. Both hinge points stay clean thanks 
to lug style hinges. These hinges prevent debris from 

accumulating.

UNIQUE HYDRAULIC TAIL DESIGN

• Available in 48-foot or 53-foot overall length

• Five extension stops standard, optional stops              
 available in 2 feet increments for more versatility

• Stake pockets on 24” centers 

• 5/16” x 2” rub rail with single pipe spools

• Plug and play rubber mounted LED lights

• Oil field rollers and pick up eyes available

• Many capacities, lengths and deck  
 heights available

UNBEATABLE CUSTOMIZATION AVAILABLE

FEATURES

PROVEN EXTENDABLE TECHNOLOGY
The XL Extend-A-Trac allows for extending and 

retracting the trailer without hooking and unhooking 

air and electrical lines. Six-inch greaseable rollers 

incorporate an oil impregnated bronze bushings to 

make extending easy.  

XL SDE’s are truly customizable for you, accommodating a multitude of 

hauling needs. With capacities ranging from 70,000 pounds to 160,000 

pounds overall and deck heights as low as 28 inches, you are sure to find 

the spec you need.  XL offers many jeep and booster options to work in 

conjunction with the larger capacity SDEs to scale your heavy loads.
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XL STEP DECK 
EXTENDABLE



CAPACITY

capacity: 80,000 lb overall

concentrated: 60,000 lb in 10’ closed:  

 center of deck

OVERALL LENGTH & WIDTH

overall length: 48’-73’

overall width: 102”

UPPER DECK

10’ long

49” 5th wheel height

16” king pin setting

84” swing clearance

2 speed landing gear with handle  

 curbside

stake pockets on 24” centers 

5/16” x 2” rub rail with single  

 pipe spools

1 1/8” Apitong decking - flush   

1 pair flag holders

MAIN DECK

38’ - 62’ 4” long

T-1 flange, 80K web

extend-a-trac 

6” greasable rollers

40” loaded deck height

stake pockets on 24” centers  

5/16” x 2” rub rail with single 

 pipe spools

6” milled side rails

air operated lock pins with  

 5 stops (2’-3’-5’-5’-5’)

4” jr i-beam cross members on 14” 

centers

1 1/8” Apitong decking - flush   

1 pair flag holders

SUSPENSION

(2) 25,000 lb air ride

AXLES

(2) 25,000 lb nominal

54” spacing

hub pilot, outboard drums

4S2M ABS

1 pair spring brakes

16 1/2” x 7” brakes

WHEELS & TIRES

8.25 x 22.5 steel rims

255 / 70R / 22.5 tires

LIGHTING

12V sealed Grote harness

rubber mounted LED lights

2 tail light package with  

 aluminum cover

2 clearance lights per side

1 mid-turn light per side

7 pole electric socket

PAINT

black, IH red, CAT yellow or white 

air & electric done after paint

PAINT OPTIONS

non-standard paint colors

non-standard metallic paint

WARRANTY

5 year structural

3  year paint

AVAILABLE MODELS

XL 70 SDE

XL 80 SDE

XL 90 SDE

XL 100 SDE

XL 110 SDE

XL 120 SDE

XL 130 SDE

XL 140 SDE

XL 160 SDE
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